
EXCAVATOR 
BUCKET 

12 A 150 t 
SEVERE USE

(US)

•	 Adaptable for excavators from 12 to 
150 tons.

•	 Available with Quick Arden plate QA / 
UA / AECW / AT / ATR or direct

•	 Optimal penetration and filling
•	 High strength steel (anti-abrasion 

Hardox 450)
•	 Several finish levels depending on 

your applications : UG, US, UC
•	 Retention of original cinematic
•	 Bucket stability for recovery
      fast and easy
•	 Available with Arden Equipment 

teeth and bolt-on blades or bolted 
blades.

ADVANTAGES :

SECURITY

VERSATILITY

CUSTOMIZABLE

ROBUST CONSTRUCTION 

FEATURES :

These excavator buckets are designed to work on excavators 
from 12 to 150 tons.

Severe Use (US) standard bucket

It is recommended for earthworks in compact and abrasive 
materials such as sand or limestone. It is fitted with standard 
or rock teeth.

Standard profile and  T profile

Arden Equipment offers 2 profiles, the standard profile designed 
for earthwork and loading as well as the T profile which with its 
advanced blade and scalloped sides will facilitate block handling.

OPTIONS :

Reversibility on QA, UA, AECW
For other options, contact us. 
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TECHNICAL DIAGRAMS

TECHNICAL CHARACTERISTICS

Standard bucket  Profile T bucket

Technical specifications
Carrier 
weight

Severe 
Use

Lenght/capacity min >
Lenght/capacity max 

A
Height

B
Depth

Tool 
weight*

t Ref. mm/l > mm/l mm mm kg
12 - 15 R30S31 450/260 > 1200/830 1010 897 324 > 572

12 - 15 R30ST1 
(profil T) 450/220 > 1200/710 983 1089 353 > 560

16 - 19 R40S31 500/300 > 1300/1050 949 1152 413 > 777

16 - 19 R40ST1 
(profil T) 500/320 > 1300/990 1098 1255 504 > 800

20 - 26 R50S21 600/460 > 1300/1100 1010 1146 616 > 1224
20 - 26 R50S41 800/550 > 1500/1550 1130 1227 652 > 1416

20 - 26 R50ST1 
(profil T) 600/495 > 1500/1435 US : 1120 US : 1310 US : 725 >1340

27 - 30 R55S41 800/700 > 1700/1750 1130 1230 **955 > 1600

27 - 30 R55ST1 
(profil T) 800/660 > 1700/1625 1120 1310 **917 > 1554

27 - 37 R60S31 800/890 > 1700/1940 1226 1377 1000 > 1982

27 - 37 R60ST1 
(profil T) 800/665 > 1700/1740 US : 1281 US : 1424 US : 1178 > 2120

38 - 53 R70S31 1300/1800 > 2000/3000 1252 1475 2100 > 3076
54 - 90 R80S31 1500/2170 > 2200/4120 1575 1610 2970 > 4290
54 - 90 R80S41 1500/3100 > 2200/4700 1685 1780 3200 > 4590

* Weight with QA, without teeth  **Weight with original hitch and teeth 
 Some models have parallel sides : contact us
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